South Coast
Air Quality Management District

21865 Copley Drive, Diamond Bar, CA 91765-4178
{909) 396-2000 - www.aqmd.gov

August 19, 2008

Mr. Gerardo Rios

Chief, Permits Office

US EPA, Region [X- Air 3.
75 Hawthome Blvd.

San Francisco, CA 94105

Dear Mr. Rios:
Disneyland Resort, (ID 800189, SIC code 7900) has proposed to revise their Title

V permit by modifying the following equipment:

Application No. Equipment Device no.  Process/System

486268 Gasoline Storage D36 4,1
486268 Gasoline Storage D40 4.1
486268 Gasoline Dispensing D88 4.1
484268 Gasoline Dispensing D88 4.1
484268 . (Gasoline Dispensing D89 4.1
484268 Gasoline Dispensing D90 4,1

This proposed revision is a "de minimis significant permit revision" to the Title V
permit. Please review the attached draft Sections H. Questions concerning
changes to the permit should be directed to Mr. Roy Olivares at (909) 396-2208.

Very truly yours,

W i
Michael D. Mills
Senior Manager

General Commercial & Energy Team
Engineering and Compliance

Attachments
CERTIFIED MAIL
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Section H
Facility 1.D.:
Revision #:

Date:

FACILITY PERMIT TO OPERATE
DISNEYLAND RESORT

SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Page: 1-
800189
DRAFT
August 19, 2008

Equipment 1D
No.

Connected
To -

rOCces XTER? OM

RECLAIM
Source Type/
Monitoring Unit

Emissions *
And Requirements

D R

Conditions

HEATER, CPI, NO. 1, NATURAL GAS,
FULTON, MODEL FT0400-C, WITH
LOW NOX BURNER, 5.128 MMBTU/HR
AfN: 478416

Permit to Construct Issued: 06/03/08

NOX: PROCESS

UNIT*#*

CO: 2000 PPMV  (5A) [RULE
407,4-2-1982] ; CO: 50 PPMV
NATURAL GAS (4) [RULE
1303(a)(1)-BACT, 5-10-1996; RULE
1303(a)(1)-BACT, 12-6-2002)

CO: 400 PPMV (5} [RULE
1146,11-17-2000] ; NOX: 24.57
LBS/MMSCF NATURAL GAS
(1) [RULE 2012,5-6-2005] ;
NOX: 20 PPMV NATURAL
GAS (4) [RULE 2005,5-6-2005]

PM: 0.1 GRAINS/SCE  (5)
[RULE 409,8-7-1981] : PM: (9)
[RULE 404,2-7-1986]

C1.19, C1.28,
D12.4, D29.1,
D29.2, E202.4,
H23.9, H23.12

HEATER, CPI, NQ, 2, NATURAL GAS,
FULTON, MODEL FT0400-C, WITH
LOW NOX BURNER, 5.128 MMBTU/HR
A/N: 478417

Permit to Construct Issued: 06/03/08

D261

NOX: PROCESS
UNIT**

CO: 2000 PPMV  (5A) [RULE
'407,4-2-1982] ; CO: 50 PPMV
NATURAL GAS (4) [RULE
1303(2)(1)-BACT,5-10-1996;RULE
1303(aK N-BACT, | 2-6-2002]

CO: 400 PPMV  (5) [RULE
1146,11-17-2000] . NOX: 24 .57
LBS/MMSCF NATURAL GAS
(1) [RULE 2012,5-6-2005] ;
NOX: 20 PPMV NATURAL
GAS {4) [RULE 2005,5-6-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] : PM: (9)
(RULE 404,2-7-1986]

Cl1.19, C1.21,
D12.4, D29.1,
D29.2, E202 4,
H23.9, H23.12

*  (IX1AY1B)Denotes RECLAIM emission facter

(€3] chotes RECLAIM concentration limit
(5)(5A)(5B)Denotes'command and control emission limit
h Denotes NSR applicability limit

9 See App B for Emission Limits

(2}(2A)(2B) Denates RECLAIM emission rate
(4) Denotes BACT emission limit

6. Denotes air toxic control rule limit

(8)(8A)8B)Denotes 40 CFR limit(e.g. NSPS, NESHAPS ctc.)
(10) See Section J for NESHAP/MACT requirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeeping and reporting requirements for this device.




FACILITY PERMIT TO OPERATE
DISNEYLAND RESORT

Section H Page: 2
Facility LD 800189
Revision #: BRAFT

Date: Avgusi 19, 2008

SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment

ID

No.

Connected
To

RECLAIM
Source Type/
Monitoring Unit

Emissions *
And Requirements

Conditions

STORAGE TANK, UNDERGROUND,

GASOLINE, WITH HEALY PHASE 11

WITH PHASE Il VAPOR RECOVERY
SYSTEM

A/N: 486268

1 Permit to Construct Issued: 08/19/08

VACUUM ASSIST PHASE II CONTROL.,

EVR NOT INCLUDING iISD (VR-201-G),

D36 D330.1, E193.1,
GASOLINE, NOT METHANOL E193.2, J109.1,
CAMPATIBLE, WITH OPW (VR-102- | J373.2, K67.19,
EfM), 10000 GALS K67.20
A/N: 486268
Permit to Construct Issued: 08/19/08
1 STORAGE TANK, UNDERGROUND, D40 D330.1, E193.1,
GASOLINE, NOT METHANOL Ei93.2,J109.1,
| CAMPATIBLE, WITH OPW (VR-102- J373.2, K67.19,
E/), 10000 GALS K67.20
A/N: 486268
Permit to Construct Issued: 08/19/08
FUEL DISPENSING NOZZLE, D88 D330.1, E193.1,
VACUUM ASSIST PHASE Il CONTROL, Ei93.2, J110.1,
GASOLINE, WITH HEALY PHASE 1l J373.2, K67.19,
EVR NOT INCLUDING ISD (VR-201-G), K67.20
WITH PHASE Il VAPOR RECOVERY
SYSTEM
A/N: 486268
Permit to Construct Issued; -08/19/08
FUEL DISPENSING NOZZLE, D89 D330.1, E193.1,

Et93.2,J110.1,
J373.2, K67.19,
K67.20

" *  (1}(1A}1B)Denotes RECLAIM emission factor

(3} Denotes RECLAIM concentration limit
(5)(5A)(5B) Denotes command and control emission limit
N Denotes NSR applicability limit

9 See App B for Emission Limits

(2)(2A)(2B) Denotes RECLAIM emission rate

(4} Denotes BACT emission limit

6) Denotes air toxic control rule limit

(8)(BA)(8B) Denotes 40 CFR limit{e.g. NSPS, NESHAPS etc.)
(10) See Section J for NESHAP/MACT requirements

** Refer 10 Section F and G of this permir to determine the monitoring, recordkeeping and reporting requirements for this device.




The operator shall comply with the terms and conditions set forth below:

FACILITY PERMIT TO OPERATE
DISNEYLAND RESORT

Section H Page: 3
Facility 1.D.: 800189
Revision #: DRAFT

Date: August 19, 2008

SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE

'

Equipment

ID

No.

Connected
To

RECLAIM

Source Type/
Monitoring Unit

Emissions *
And Requirements

Conditions

FUEL DISPENSING NOZZLE,
VACUUM ASSIST PHASE 1I CONTROL,
GASOLINE, WITH HEALY PHASE 11
EVR NOT INCLUDING ISD (VR0201-
G), WITH PHASE II VAPOR

.

RECOVERY SYSTEM
A/N: 486268

Permit to Construct [ssued: 08/19/08

DS

D330.1, E193.1,
E193.2, J110.1,
J373.2, K67.20

*

(H(1A)(iB) Denotes RECLAIM emission factor

3) Denotes RECLAIM concentration limit
(5)(5A)(5B) Denotes command and contrel emission limit
N Denotes NSR applicability limit

(&)} See App B for Emission Limits

(2)(ZA)(2B) Denotes RECLAIM emission rate

(4) Denotes BACT emission limit R

(6) Denotes air toxic control rule limit

(8)(8A}(8B) Denotes 40 CFR limit(e.g. NSPS, NESHAPS etc.)
(10} See Section J for NESHAP/MACT requirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeeping and reporting requirements for this device.




FACILITY PERMIT TO OPERATE
DISNEYLAND RESORT

SECTION H: DEVICE ID INDEX

The following sub-section provides an index
to the devices that make up the facility
description sorted by device ID.

Section H Page: 4
Facitity LD.: © 800189
Revision #: DRAFT
Date: August 19, 2008




FACILITY PERMIT TO OPERATE

DISNEYLAND RESORT

SECTION H: DEVICE ID INDEX

Section H Page: 5
Facility [.D.: 800189
Revision #: DRAFT
Drate; August 19, 2008

Device Index For Section H

Device ID

Section H Page No.

Process

System

D36

D40

D88

D89

D90

D260

D261
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FACILITY PERMIT TO OPERATE
DISNEYLAND RESORT

SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
The operator shall comply with the terms and conditions set forth below:

FACILITY CONDITIONS

F1.1 The operator shall limit the material processed to no more than 2000 Ib(s) in any one year.

For the purpose of this condition, material proceésed shall be defined as 1,1,1 trichloroethane.

[H&S 44300, 7-1-1988]

F9.1  Except for open abrasive blasting operations, the operator shall not discharge into the atmosphere from any single.
source of emissions whatsoever any air contaminant for a period or periods aggregating more than three minutes

in any one hour which is:

(a) - As dark or darker in shade as that designated No.1 on the Ringelmann Chart, as published by the United

States Bureau of Mines: or

(b)  Of such opacity as to obscure an observer’s view to a degree equal to or greater than does smoke described

in subparagraph (a} of this condition.

[RULE 401, 3-2-1984; RULE 40!, 9-11-1998]

F14.2 The operator shall not purchase diesel fuel containing sulfur compounds in excess of 15 ppm by weight as

supplied by the supplier.

[RULE 431.2, 5-4-1990; RULE 431.2, 9-15-2000]

F48.1 The operator shall not operate at this facility non chain driven, uncontrolled charbroiler exceeding the opacity

limits specified in Rule 401.

[RULE 401, 3-2-1984; RULE 401, 9-11-1998]

DEVICE CONDITIONS

C. Throughput or Operating Parameter Limits
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FACILITY PERMIT TO OPERATE
DISNEYLAND RESORT

SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
The operator shall comply with the terms and conditions set forth below:

C1.19 The operator shall limit the fuel usage to no more than 6.156 MM cubic feet in any one calendar month.

This limit shall be based on the total combined limit for equipment D260 and D261,
This equipment shall only use natural gas as a fuel. |
The operator shall identify the primary and secondary heater fuel usage..

[RULE 1303(b}(2)-Offset, 5-10-1996; RULE 1303(b)(2)-Offset, 12-6-2002]

[Devices subject to this condition : D260, D261]

C1.21 The operator shall limit the fuel usage to no more than 2.637 MM cubic feet in any one calendar month.

This equipment shall only use natural gas as a fuel.
The operator shall identify the primary and secondary heater.
This condition only applies to the secondary heater.
[RULE 1303(b}(2)-Offset, 5-10-1996; RULE 1303(b)(2)-Offset, 12-6-2002]

[Devices subject to this condition : D260, D261]

D. Monitoring/Testing Requirements

D12.4 The operator shall install and maintain a(n) non-resettable totalizing fuel flow meter 1o accurately indicate the fuel

usage of the equipment.
[RULE 2012, 12-7-1995; RULE 2012, 4-9-1999]

[Devices subject to this condition : D260, D261]
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FACILITY PERMIT TO OPERATE
DISNEYLAND RESORT

SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
The operator shall comply with the terms and conditions set forth below:

D29.1 The operator shall conduct source test(s) for the pollutant(s).identified below.

Pollutant{s) to be tested ' Required Test Averaging Time Test Location
Method(s)
NOX emissions District method 100.1 District-approved Outlet
_ averaging time
CO emissions .District method 100.1 District-approved Outlet
averaging time

A. SOURCE TESTING SHALL BE CONDUCTED WITHIN 30 DAYS AFTER ACHIEVING MAXIMUM
PRODUCTION RATE AT WHICH THE EQUIPMENT WILL BE OPERATED, BUT NO LATER THAN
90 DAYS AFTER INITIAL START-UP

B. THE SOURCE TEST SHALL BE DONE TQ VERIFY EMISSIONS LIMITS FOR NOX AND CO CO,
20 PPMV AND 50 PPMV RESPECTIVELY '

C. THE TEST SHALL BE CONDUCTED FOR 15 MINUTES EACH WHILE OPERATING AT NORMAL
LOAD, HIGH, LOW AND AVERAGE FIRING RATES

D. TWO COMPLETE COPIES OF SOURCE TEST REPORTS (INCLUDE THE APPLICATION
NUMBER AND A COPY OF THE PERMIT IN THE REPORT) SHALL BE SUBMITTED TO THE
DISTRICT (ADDRESSED TO SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT, ATTN:
ROY OLIVARES, P.O. BOX 4941, DIAMOND BAR, CA 91765). THE RESULTS IN WRITING SHALL
BE SUBMITTED WITHIN 45 DAYS AFTER THE SOURCE TEST IS COMPLETED. IT SHALL
INCLUDE, BUT NOT LIMITED TO EMISSIONS RATE IN POUNDS PER HOUR AND
CONCENTRATION IN PPMV AT THE OUTLET OF THE HEATER

E. TESTING LABORATORY CERTIFIED BY THE CALIFORNIA AIR RESOURCES BOARD IN THE
REQUIRED TEST METHODS FOR CRITERIA POLLUTANT *‘TO BE MEASURED, AND IN

COMPLIANCE WITH DISTRICT RULE 304 {NO CONFLICT OF INTEREST) SHALI. CONDUCT THE
TEST

F. SAMPLING FACILITIES SHALL COMPLY WITH THE ATTACHED AQMD "GUIDELINES FOR
CONSTRUCTION OF SAMPLING AND TESTING FACILITIES", PURSUANT TO RULE 217.

[RULE 1146, 11-17-2000; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE
2005, 5-6-2005]

[Devices subject to this condition : D260, D261]
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Facility L.D.: 800189
Revision #: DRAFT
Date: August 19, 2008

FACILITY PERMIT TO OPERATE
DISNEYLAND RESORT

SECTION H: PERMIT TO-CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
The operator shall comply with the terms and conditions set forth below:

D29.2 The operator shall conduct source test(s) for the pollutant(s) identified below.

Pollutant(s) to be tested Required Test Averaging Time Test Location
Method(s)

CO emissions District method 100.1
averaging time

District-approved l Outlet

In lieu of the using the above test method for CO, the operator may choose to use a portable monitor as
allowed per Rule 1146 (d)(4)

This test should be done at least once per year as per Rule 1146 (d)

[RULE 1146, 11-17-2000; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a}(1)-BACT, 12-6-2002; RULE
2005, 5-6-2005]

‘[Devices subject to-this condition : D260, D261]

D330.1 The operator shall have a person that has been trained in accordance with Rule 461(d}(5) conduct a semi-annual
inspection of the gasoline transfer and dispensing equipment. The first inspection shall be in accordance with
Rule 461, Attachment B, the second inspection shall be in accordance with Rule 461, Attachment Ct,and the
subsequent inspections shall alternate protocols. The operator shall keep records of the inspection and the repairs
in accordance to Rule 461 and Section K of this Permit.

[RULE 3004(a)(4)-Periodic Monitoring, 12-12-1997]

[Devices subject to this condition : D36, D40, D88, D89, D9J]

E. Equipment Operation/Construction Requirements

.
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Revision #: DRAFT
Date: August 19, 2008

FACILITY PERMIT TO OPERATE
. DISNEYLAND RESORT

SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
The operator shall comply with the terms and conditions set forth below:

E193.1 The operator shall operate and maintain this equipment as follows:

ALL PERMIT CONDITIONS APPLICABLE TO THE EQUIPMENT DESCRIBED IN THE PREVIOUS
PERMIT TO OPERATE N15788 SHALL REMAIN IN EFFECT UNTIL THE NEW OR MODIFIED
EQUIPMENT IS CONSTRUCTED AND OPERATED AS DESCRIBED IN THIS NEW PERMIT. THIS
PERMIT TGO CONSTRUCT/OPERATE SHALL BECOME INVALID IF THE MODIFICATION AS
DESCRIBED IN THE EQUIPMENT DESCRIPTION HAS NOT BEEN COMPLETED WITHIN ONE
YEAR FROM THE ISSUE DATE. IF THE MODIFICATION HAS NOT BEEN COMPLETED WITHIN
ONE YEAR FROM THE ISSUE DATE OF THE PERMIT

A WRITTEN REQUEST SHALL BE SUBMITTED TO THE AQMD (ATTENTION: RANDY
MATSUYAMA) TO REINSTATE THE PREVIOUSLY INACTIVATED PERMIT TO OPERATE. A NEW
APPLICATION SHALL BE FILED IF THERE ARE PLANS TO CONTINUE WITH THE
MODIFICATION. FURTHERMORE, THIS CONDITION DOES NOT ALLOW ANY TIME
EXTENSIONS TO ANY MODIFICATIONS REQUIRED BY THE CALIFORNIA AIR RESOURCES
BOARD OR AQMD '

&

[RULE 461, 3-7-2008]

[Devices subject to this condition : D36, D40, D88, D89, D90]
E193.2 The operator shall operate and maintain this equipment as follows:

ALL PHASE 1 AND PHASE II VAPOR RECOVERY EQUIPMENT AT THIS FACILITY SHALL BE
INSTALLED, OPERATED AND MAINTAINED TO MEET ALL CALIFORNIA AIR RESOURCES
BOARD CERTIFICATION REQUIREMENTS

[RULE 461, 3-7-2008]

[Devices subject to this condition : D36, D40, D8, D39, D90]
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FACILITY PERMIT TO OPERATE
DISNEYLAND RESORT

SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

i
t

E202.4 The operator shall clean and maintain this equipment according to the following specifications:

Records shall be maintained of inspections and maintenance of the burners

The operator shall follow the procedures specified by the manufacturer to tune-up and maintain the
combustion system (including but not limited to the burner and air/fuel control device) of this heater

Manufacturers maintenance procedures shall be kept by the operator and made available at the réquest of
AQMD

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(2)(1)-BACT, 10-20-2000; RULE 2005, 4-9-1999]

[Devices subject to this condition : D260, D261)

H. Applicable Rules

H23.9 This equipment is subject to the applicable requirements of the following rules or regulations:

Contaminant I Rule \ Rule/Subpart
CO | District Rule | 1146

[RULE 1146, 11-17-2000]

[Devices subject to this condition : D260, D261]
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Facility 1.D.: 300189
Reviston #: DRAFT
Date: August {9, 2008

FACILITY PERMIT TO OPERATE
DISNEYLAND RESORT

SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
The operator shall comply with the terms and conditions set forth below:
H23.12 This equipment is subject to the applicable requirements of the following rules or regulations:

Contaminant : \ Rule | Rule/Subpart
$OX | District Rule | 431.1

[RULE 431.1, 6-12-1998]

[Devices subject to this condition : D260, D261]

J. Rule 461

J109.1 The operator shall use, except for diesel transfer, the phase [ vapor recovery system in full operation whenever
this equipment is in use. This system shall be installed, operated and maintained to meet all CARB certification

requirements.

[RULE 461, 3-7-2008] ’

[Devices subject to this condition : D36, D40)]

F110.1 The operator shall use, except for diesel transfer, the phase I vapor recovery system in full operation whenever
gasoline from this equipment is dispensed to motor vehicles as defined in Rule 461. This system shall be installed,
operated and maintained to meet all CARB certification requirements.

[RULE 461, 3-7-2008]

[Devices subject to this condition : D88, D89, DY0]
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FACILITY PERMIT TO OPERATE
DISNEYLAND RESORT

SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
The operator shall comply with the terms and conditions set forth below:

J373.2 The operator shall comply with the following gasoline transfer and dispensing requirements:

THE DISTRICT AT ITS DISCRETION MAY WISH TO WITNESS THE INSTALLATION AND/OR
PERFORMANCE TESTING OF THE HEALY PHASE Il EVR SYSTEM NOT INCLUDING ISD. AT
LEAST SEVENTY-TWO (72) HOURS PRIOR TO THE INSTALLATION AND PERFORMANCE
TESTING OF THE HEALY PHASE Il EVR SYSTEM NOT INCLUDING ISD, THE APPLICANT SHALL
NOTIFY THE AQMD AT TELEPHONE NUMBER (866) 770-9140.

NEW EQUIPMENT INSTALLATIONS AND SUBSEQUENT SERVICE AND REPAIRS FOR ANY
CERTIFIED COMPONENT FOR WHICH THIS PERMIT WAS ISSUED, SHALL ONLY BE
PERFORMED BY A CURRENT AND CERTIFIED PERSON WHO HAS SUCCESSFULLY
COMPLETED THE MANUFACTURER’S TRAINING COURSE AND APPROPRIATE
INTERNATIONAL CODE COUNCIL (ICC) CERTIFICATION. COMPLETION OF ANY AQMD
TRAINING COURSE DOES NOT CONSTITUTE AS A SUBSTITUTE FOR THIS REQUIREMENT,
PROOF OF SUCCESSFUL COMPLETION OF ANY MANUFACTURER TRAINING COURSE SHALL
BE WITH THE MANUFACTURER.

AT LEAST SEVENTY-TWO (72) HOURS PRIOR TO BACK-FILLING ANY UNDERGROUND
STORAGE TANK OR PIPING, THE SCAQMD SHALL BE NOTIFIED BY E-MAIL AT
R461BACKFILL@AQMD.GOV OR BY FACSIMILE AT TELEPHONE NUMBER (909) 396-3606. SUCH
NOTIFICATION SHALL INCLUDE THE NAME OF THE OWNER OR OPERATOR; THE NAME OF
THE CONTRACTORS; THE LOCATION OF THE FACILITY; AND THE SCHEDULED START AND
COMPLETION DATES OF THE BACK-FILLING PROCEDURE. THE BACK-FILLING PROCEDURE
SHALL NOT COMMENCE UNTIL INSPECTED BY A DISTRICT REPRESENTATIVE.

DEPENDING ON THE SYSTEM CONFIGURATION, A LEAK RATE TEST OF DROP TUBE/DRAIN
VALVE ASSEMELY SHALL BE CONDUCTED TO QUANTIFY THE PRESSURE INTEGRITY OF
BOTH THE DROP TUBE AND DRAIN VALVE SEAL OR A LEAK RATE TEST OF DROP TUBE
OVERFILL PREVENTION DEVICE AND DRAIN VALVE SHALL BE CONDUCTED TO QUANTIFY
THE PRESSURE INTEGRITY OF THE DROP TUBE OVERFILL PREVENTION DEVICE AND THE
PRESSURE INTEGRITY OF THE SPILL CONTAINER DRAIN VALVE, EITHER TEST SHALL BE
CONDUCTED AS A PERFORMANCE TEST AND AS A REVERIFICATION TEST

THE ABOVE TEST SHALL BE CONDUCTED IN ACCORDANCE WITH TEST PROCEDURE
METHOD TP-201.1C (OCTOBER 8, 2003) OR TP-201.1D (OCTOBER §, 2003), RESPECTIVELY.
RESULTS SHALL BE SUBMITTED TO THE AQMD, OFFICE OF ENGINEERING AND
COMPLIANCE, WITHIN SEVENTY-TWO (72) HOURS OF TEST.

A LEAK RATE AND CRACKING PRESSURE TEST OF PRESSURE/VACUUM RELIEF VENT VALVES
SHALL BE CONDUCTED WITHIN TEN DAYS (10) AFTER THE START OF OPERATION OF THE
OPW PHASE I EVR EQUIPMENT AND AT LEAST ONCE EVERY THREE (3) YEARS THEREAFTER
TO DETERMINE THE PRESSURE AND VACUUM AT WHICH THE PRESSURE/VACUUM VENT
VALVE ACTUATES, AND TO DETERMINE THE VOLUMETRIC LEAK RATE AT A GIVEN
PRESSURE. THE TEST SHALL BE CONDUCTED IN ACCORDANCE WITH THE TEST PROCEDURE
METHOD TP-201.1E (OCTOBER 8, 2003).
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Facility L.D.: 800189
Revision #: DRAFT
Date: August 19, 2008

FACILITY PERMIT TO OPERATE
DISNEYLAND RESORT

SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
The operator shall comply with the terms and conditions set forth below:

THE RESULTS OF THE ABOVE TEST SHALL BE SUBMITTED TO THE AQMD, OFFICE OF
ENGINEERING AND COMPLIANCE, WITHIN SEVENTY-TWO (72) HOURS OF TEST. THIS TEST
RESULT SHALL BE KEPT ON SITE FOR THREE (3) YEARS AND MADE AVAILABLE TO DISTRICT
REPRESENTATIVES UPON REQUEST.

A STATIC TORQUE TEST OF ROTATABLE PHASE I ADAPTORS SHALL BE CONDUCTED TO
QUANTIFY THE AMOUNT OF STATIC TORQUE REQUIRED TO START THE ROTATION OF THE
ROTATABLE PHASE 1 ADAPTORS. THE TEST SHALL BE CONDUCTED IN ACCORDANCE WITH
THE TEST PROCEDURE METHOD OUTLINED IN TP-201.1B (OCTOBER 8, 2003) AS A
PERFORMANCE TEST AND AS A REVERIFICATION TEST. RESULTS SHALL BE SUBMITTED TO
THE AQMD, OFFICE OF ENGINEERING AND COMPLIANCE, WITHIN SEVENTY-TWO (72)
HOURS OF TEST y '

a). The Phase Il vapor-recovery systeims shall be installed, operated, and maintained such that the maximum
allowable pressure through the system including nozzle, vapor hose, swivels, and underground piping does
not exceed the dynamic back pressures described by the California Air Resources Board (CARB) Executive
Order by which the system was certified:

Nitrogen Flowrates (CFH)  Dynamic Back Pressure (Inches of Water)

" 60 0.5

THE ABOVE DYNAMIC BACK PRESSURE TESTS SHALL BE CONDUCTED TQ DETERMINE THE
PHASE II SYSTEM VAPOR RECOVERY BACK PRESSURES. THE TESTS SHALL BE CONDUCTED
IN ACCORDANCE WITH CARB TEST PROCEDURE TP-201.4, METHODOLOGY 4 AND 6 (JULY 3,
2002); AS A PERFORMANCE TEST. THIS TEST SHALL BE A ONE-TIME TEST AND THE RESULTS
KEPT PERMANENTLY ON SITE. RESULTS SHALL BE SUBMITTED TO THE AQMD, OFFICE OF
ENGINEERING AND COMPLIANCE, WITHIN SEVENTY-TWO (72) HOURS OF TESTS.

A STATIC PRESSURE LEAK DECAY TEST SHALL BE CONDUCTED TO DEMONSTRATE THAT
THE STORAGE TANKS, THE REMOTE AND/OR NOZZLE VAPOR RECOVERY CHECK VALVES,
ASSOCIATED VAPOR RETURN PIPING AND FITTINGS ARE FREE FROM VAPOR LEAKS. THE
TEST SHALL BE CONDUCTED IN ACCORDANCE WITH CARB TEST PROCEDURE METHOD TP-
201.3 (MARCH 17, 1999) AS A PERFORMANCE TEST AND AS A REVERIFICATION TEST.
RESULTS SHALL BE SUBMITTED TO THE AQMD, OFFICE OF ENGINEERING AND
COMPLIANCE, WITHIN SEVENTY-TWO (72) HOURS OF TEST.

A STATIC PRESSURE PERFORMANCE TEST FOR THE HEALY CLEAN AIR SEPARATOR USING
BOTH THE VACUUM DECAY PROCEDURE AND THE POSITIVE PRESSURE PROCEDURE SHALL
BE CONDUCTED TO QUANTIFY THE VAPOR TIGHTNESS OF THE HEALY CLEAN AIR
SEPARATOR TANK PRESSURE MANAGEMENT SYSTEM. THESE TESTS SHALL BE CONDUCTED
IN ACCORDANCE WITH EXHIBIT 4 OF CARB EXECUTIVE ORDER VR-201-G AS A
PERFORMANCE TEST AND AS A REVERIFICATION TEST. RESULTS SHALL BE SUBMITTED TO
THE AQMD, OFFICE OF ENGINEERING AND COMPLIANCE WITHIN SEVENTY-TWO (72) HOUR

A VAPOR TO LIQUID VOLUME RATIO TEST SHALL BE CONDUCTED TO QUANTIFY THE
"VAPOR TO LIQUID (V/L} VOLUMETRIC RATIO OF THE HEALY CLEAN AIR SEPARATOR:
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SYSTEM. THE TEST SHALL BE CONDUCTED IN ACCORDANCE WITH EXHIBIT 5 OF CARB
EXECUTIVE ORDER VR-201-G AS A PERFORMANCE TEST AND AS A REVERIFICATION TEST.
RESULTS SHALL BE SUBMITTED TO THE AQMD, OFFICE OF ENGINEERING AND
COMPLIANCE WITHIN SEVENTY-TWO (72) HOURS OF TEST.

A NOZZLE BAG TEST SHALL BE CONDUCTED ON THE HEALY PHASE Il EVR NOZZLES TO
VERIFY THE INTEGRITY OF THE VAPOR VALVE. THE TEST SHALL BE CONDUCTED ON ANY
NEWLY INSTALLED OR REPLACED HEALY PHASE II EVR NOZZLES AND IN ACCORDANCE
WITH EXHIBIT 7 OF CARB EXECUTIVE ORDER VR-201-G. RESULTS SHALL BE SUBMITTED TO
THE AQMD, OFFICE OF ENGINEERING AND COMPLIANCE WITHIN SEVENTY-TWO (72) HOURS
OF TEST.

THE STATIC PRESSURE LEAK DECAY TEST TP-201.3, SHALL BE CONDUCTED IN ACCORDANCE
WITH EXHIBIT 8 OF CARB EXECUTIVE ORDER VR-201-G. VERIFICATION OF COMPLETING
EACH STEP AS OUTLINED SHALL BE DOCUMENTED BY SUBMITTING A COPY OF EXHIBIT 8
TO THE AQMD, OFFICE OF ENGINEERING AND COMPLIANCE WITHIN SEVENTY-TWOQ (72)
HOURS OF TEST. -

UNLESS AQMD RULE 461 REQUIRES A MORE FREQUENT TESTING OR INSPECTION
SCHEDULE, THE OWNER/OPERATOR SHALL BE RESPONSIBLE TO PERFORM THE SCHEDULED
WEEKLY, QUARTERLY, AND ANNUAL INSPECTIONS AS OUTLINED IN THE ARB APPROVED
INSTALLATION, OPERATION, AND MAINTENANCE MANUAL FOR THE HEALY PHASE II EVR
SYSTEMS, AS WELL AS ALL THE REQUIRED VAPOR RECOVERY SYSTEM TESTS AS PER THE
CURRENT AND APPROPRIATE ARB EXECUTIVE ORDER.

A CARB CERTIFIED PHASE II ENHANCED VAPOR RECOVERY SYSTEM SHALL BE FULLY
PERMITTED, INSTALLED, AND TESTED BY OCTOBER 1, 2008. FAILURE TO ACHIEVE THIS
CONDITION BY OCTOBER 1, 2008, SHALL RESULT IN THE OWNER/OPERATOR TO FILE A
DISTRICT APPROVED COMPLIANCE PLAN CQUTLINING THE INCREMENTS OF PROGRESS
TOWARDS COMPLETING THE INSTALLATION OF A CARB CERTIFIED PHASE II ENHANCED
VAPOR RECOVERY SYSTEM BY APRIL 1, 2009.

IF THE OWNER/OPERATOR PLANS TO PERMANENTLY CEASE ALL GASOLINE DISPENSING
OPERATIONS BEFORE APRIL 1, 2009, A COMPLIANCE PLLAN SHALL BE FILED DECLARING TO
IRREVOCABLY SURRENDER THEIR PERMIT TO OPERATE.

THE AQMD SHALL BE NOTIFIED BY E-MAIL AT R461 TESTING@AQMD.GOV OR BY FACSIMILE
AT TELEPHONE NUMBER (909) 396-3606 AT LEAST SEVENTY-TWO (72) HOURS PRIOR TO ANY
OF THE ABOVE MENTIONED TESTING REQUIREMENTS. SUCH NOTIFICATION SHALL
INCLUDE THE NAME OF THE OWNER OR OPERATOR; THE NAME OF THE CONTRACTOR; THE
LOCATION OF THE FACILITY; AND THE SCHEDULED START AND COMPLETION DATES OF
THE TESTS TO BE PERFORMED.

THE TESTING FOR THE ABOVE MENTIONED TESTS SHALL BE CONDUCTED IN ACCORDANCE
WITH THE MOST RECENT RULE 461 AMENDMENT OR CARB EXECUTIVE ORDER
REQUIREMENTS, WHICHEVER IS MORE STRINGENT.
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SHOULD THE FACILITY DISPENSE MORE THAN 600,000 GALLONS OF GASOLINE PER
CALENDAR YEAR AND IF THE FACILITY UNDERGOES A MAJOR MODIFICATION AS DEFINED
BY CARB’S ADVISORY LETTER NUMBER 336, "ENHANCED VAPOR RECOVERY
IMPLEMENTATION UPDATE" DATED APRIL 15, 2005; THE OQPERATOR SHALL IMMEDIATELY
CEASE ALL GASOLINE DISPENSING OPERATIONS AND FILE AN APPLICATION FOR A NEW
PERMIT TO CONSTRUCT/OPERATE TO INSTALL A CARB CERTIFIED ISD SYSTEM.

THE ABOVE GASOLINE DISPENSING OPERATIONS SHALL NOT RESUME UNTIL THE I1SD
SYSTEM HAS BEEN GRANTED A PERMIT TO CONSTRUCT/OPERATE AND HAS BEEN FULLY
INSTALLED, TESTED, AND OPERATIVE.

SHOULD THE FACILITY DISPENSE MORE THAN 600,000 - GALLONS OF GASOLINE IN ANY
CALENDAR YEAR AND IF THE FACILITY DOES NOT UNDERGO A MAJOR MODIFICATION AS
DEFINED BY CARB’S ADVISORY LETTER NUMBER 336, "ENHANCED VAPOR RECOVERY
IMPLEMENTATION UPDATE" DATED APRIL 15, 2005; THE OPERATOR SHALL FILE AN
APPLICATION FOR A NEW PERMIT TO CONSTRUCT/OPERATE TO INSTALL A CARB CERT!FIED
ISD SYSTEM. THE ISD SYSTEM SHALL BE FULLY INSTALLED, TESTED, AND OPERATIVE
BASED ON THE FOLLOWING PARAGRAPH

GASOLINE THROUGHPUT GREATER THAN 1.8 MILLION GALLONS PER CALENDAR NO LATER
THAN 9/12009. AND GASOLINE THROUGHPUT BETWEEN 600000 AND 1.8 MILLION GALLONS
PER YEAR NO LATER THAN 9/1/2010

[RULE 461, 3-7-2008]

[Devices subject to this condition : D36, D40, D88, D89, D90]

K. Record Keeping/Reporting
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K67.19 The operator shail keep records, in a manner approved by the District, for the following parameter(s) or item(s):
IN ACCORDANCE WITH RULE 461(j), THE OWNER/OPERATOR SHALL ADHERE TO THE
FOLLOWING TASK COMPLETEION DATES AS SUBMITTED ON FORM 461-CP:

COMPLETE PERMIT APPLICATION PACKAGES TO ALL APPLICABLE GOVERNMENT AGENC[ES;
NO LATER THAN 8/15/08

PURCHAGE ORDER FOR CARB CERTIFIED PHASE Il EVR SYSTEM NO LATER THAN 8/30/08

SIGN CONTRACT FOR INSTALLATION OF CARB CERTIFIED PHASE 1l EVER SYSTEM NO LATER
THAN 8/11/2008

SIGN CONTRACT FOR TESTING OF CARB CERTIFIED PHASE Il EVR SYSTEM NO LATER THAN
8/11/2008

START DATE OF EQUIPMENT INSTALLATION NO LATER THAN 11/15/2008
START DATE OF TESTING PHASE Il EVR SYSTEM NO LATER THAN 12/30/2008
[RULE 461, 3-7-2008)

[Devices subject to this condition : D36, D40, D38, D89]
K67.20 The operator shall keep records, in a manner approved by the District, for the following parameter(s) or item(s):

ALL RECORDS AND TEST RESULTS THAT ARE REQUIRED TO BE MAINTAINED BY RULE 461
SHALL BE KEPT ON SITE FOR FIVE YEARS AND MADE AVAILABLE TO DISTRICT
REPRESENTATIVES UPON REQUEST.

[RULE 461, 3-7-2008]

[Devices subject to this condition : D36, D40, D88, D89, DI0]




